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Slotted inductive proximity sensors

Standard Technical Data

Detection range 2 mm

Voltage type DC

Cable length 500 mm

Housing length L 8 mm

UL ■

For detailed data and description, see the datasheet. Further products can be found online at  
www.pepperl-fuchs.com.
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SJ2-N
SB2-Z0 GELB 2-wire Normally-open (NO) 2000 5 30 Stranded cable 15 13 ■

SC2-N0-GN 2-wire NAMUR Normally-closed (NC) 5000 8.2 8.2 Fixed cable PVC 15 13 ■ ■

SC2-N0-YE 2-wire NAMUR Normally-closed (NC) 5000 8.2 8.2 2 Stranded cable PVC 15 13 ■ ■

SJ2-SN 2-wire NAMUR with safety 
function

Normally-closed (NC) 5000 8.2 8.2 3 Stranded cable 15 13 ■ ■ ■

2-wire NAMUR Normally-closed (NC) 5000 8.2 8.2 2 Stranded cable 8 12 ■ ■ ■ ■

https://www.pepperl-fuchs.com/great_britain/en/classid_143.htm?view=productdetails&prodid=103407
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=105928&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=095288&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=095286&LanId=ENG
https://www.pepperl-fuchs.com/great_britain/en/classid_143.htm?view=productdetails&prodid=103439
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